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insulated screwdriver

DESCRIPTION

driver is tested indivi
p life and +100%
r more comfort and still c
> torque.

] s virtually permanent marking

+ CNC tip machining: gives better screw fit increasing torque transfer and reducing wear.

+ For improved safet
+ Inline hardening
+ Handle material

FEATURES

Symbol ATD.J5VE

Zakres zestawu 3,5-55mm, PZ1-PZ2

Rodzaj izolowane

Typ ptaskie, Pozidriv
Opis standardowe
Czy zestaw tak

llo$¢ elementow 5

Opakowanie pudetko
8-05-2024

DYST

SYMBOL: ATD.JSVE

MANUFACTURER: Facom

+ Range of set: 3.5- 5.5 mm i PZ1 - PZ2
* Quantity items of in set: 5

+ Weight: 0.43 kg
+ Content: AT3.5X100VE, AT4X100VE, AT5.5X125VE, ATD1X100VE, ATD2X125VE

U WARRANTY: PLEASE CHECK WARRANTY FOR THE
COMPONENTS OF THE SET

198,49 zt (tax excl.)

(244,14 zt (tax incl.))

EAN: 3662424095658

ATD.J5VE - Set of Protwist® 1000V insulated screwdrivers for
slotted head screws, Pozidriv, 3.5 -55 mm i PZ1 - PZ2
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