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SYMBOL: ATD1X100VE     MANUFACTURER: Facom     EAN: 3662424095795     
ATD1X100VE - Protwist® 1000V insulated screwdriver for
Pozidriv® head screws, PZ1

• Size: PZ1 
• Length: 100 mm 
• Total length: 209 mm 
• Weight: 0.77 kg 

 WARRANTY: LIFETIME WARRANTY

47,30 zł  -10% 

42,57 zł (tax excl.)
(52,36 zł (tax incl.))

Product page
link   >   https://facom.com.pl/en/19407-atd1x100ve-protwist-1000v-insulated-screwdriver-for-pozidriv-head-s...

DESCRIPTION

• For improved safety, each screwdriver is tested individually at 10,000 Volt for 10 seconds VDE approved.
• Inline hardening process - +100% tip life and +100% bar strength.
• Handle material: softer for more comfort and still chemical resistant.
• Handle "Channel" - +10% torque.
• Laser marking: gives virtually permanent marking.
• CNC tip machining: gives better screw fit increasing torque transfer and reducing wear.
• NF ISO 8764-1, NF ISO 8764-2, NF EN 60900, ISO 8764-1, ISO 8764-2, EN 60900, DIN ISO 8764-1, DIN ISO 8764-2, DIN EN 60900, ASME B107.600.

FEATURES

Symbol ATD1X100VE

Rozmiar PZ1

L [mm] 100.00

D 30.00

Rodzaj izolowane

Typ Pozidriv

Opis standardowe

https://facom.com.pl/en/19407-atd1x100ve-protwist-1000v-insulated-screwdriver-for-pozidriv-head-screws-pz1.html

