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Home   >    Non-sparking tools   >   ADF screwdrivers   >   ANP.SR - non sparking screwdriver for PHILLIPS heads PH0 - PH4

SYMBOL: ANP2X100SR     MANUFACTURER: Facom     EAN: 3148518696548     
ANP2X100SR - PHILLIPS SCREWDRIVER 2-125MM

FACOM ANP2X100SR - PHILLIPS SCREWDRIVER 2-125MM

 WARRANTY: LIFETIME WARRANTY

147,38 zł  -10% 

132,64 zł (tax excl.)
(163,15 zł (tax incl.))

Product page link   >   https://facom.com.pl/en/6380-anp2x100sr-phillips-screwdriver-2-125mm.html

DESCRIPTION

- Specjalny stop miedzi i berylu, nieiskrzący i antymagnetyczny,
- Dla Państwa bezpieczeństwa, FACOM stosuje rękojeści drewniane, likwidujące wszelkie ryzyko iskrzenia. Niektóre rękojeści plastikowe z dwóch materiałów nie zapewniają takiego bezpieczeństwa.

Świadectwo TUV (nr TUV-F 09 ATEX 0005 X) potwierdza zgodność gamy FACOM ADF z wymaganiami obowiązujących norm dla otoczeń wybuchowych oraz z wymaganiami dotyczącymi zdrowia i bezpieczeństwa, wg norm EN 1127-1, EN
13463-1 i EN 13463-5.

FEATURES

Symbol ANP2X100SR

Rozmiar PH2

L [mm] 100.00

Typ Philips

Opis standardowe
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